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By the use of a C’-continuous surface, which occur when the interacting bodies are discretized by facet
eements, the enforcement of contact condraints may lead to a number of wdl known problems such as non-
physcad oscillations of contact forces, contact cycling and loss of quadratic convergence. In the recent paper [3]
we showed that higher levels of continuity of the surface parameterization can avoid these problems. However,
previoudy deveoped parandeizaion tedniques can only ded with reguar mesh topologies (four
quadrilaterals or six triangles that meet in one node, see [1] among others), or are unable to accomplish C!-
continuity everywhere. For our gpproach we use subdivison schemes for the surface representation, which
atan C?-continuity everywhere except a irregular nodes (i.e more or less than four quedrilateras or six
triangles meet in one node), where siill C*-continuity is preserved [3].

We discuss the features of four subdivison schemes when sed for the parameterization of contact surfaces and
show how they can be evauated andyticdly, which is a necessty requirement for rgpid evaduation of the
dement arays associated with the finitedement discretization. In particular, we develop a frictiond contact
dement for adaptively refined meshes (with or without hanging nodes). It avoids the need for an interpolaion
because it directly uses the nodes of the subdivison scheme to represent its degrees of freedom. We cdl it a
composite (as opposed to overlay) contact element; snce this formulation engbles that the geometricd modd
and the finitedement andyds can be based on an identicd representational paradigm (IRP). This means that
both the deformed and the undeformed geometries are supported by the subdivison scheme, which is desrrable
for the link between the design and the andyds of the interacting bodies [2]. Hence, exactly the same surfaces
that are desgned will be used for the finitedement andyds, which is crucid for the contact interaction.
Therefore, the qudity of the surface representation is independent from the mesh densty.

Thee propeties are favorable 0 tha this gpproach turns out to be atrective for the contact smulation of
bodies with complex surface topology, as frequently encountered for biomechanicd problems. The performance
of the proposed adgorithm and the accuracy are demondrated by meens of a representative example for which
andyticd solutions are available. The advantages of IRP are demongtrated using biomechanica applications.
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